
Supply Drainage Support Specialties

Easy Installation
Designed for on-grade, tile-floor showers where 
a shower pan liner is not required.

Convenient
Glues over 2" or inside 3" Sch. 40 PVC

Works with DoubleDuty™ Test plug

Made in the USA

Shower Drains
for On-Grade Shower Pans



820-27P

 Buying Information

ITEM NO. DESCRIPTION PKG MIN. 
QTY.

CASE 
QTY.

SCREW-ON STRAINER
820-2P Slab shower drain with round stamped SS strainer BI 20 20
820-T2P Slab shower drain with round stamped SS strainer - Includes DoubleDuty™ test plug BI 10 10

SNAP-IN STRAINER
820-27P Slab shower drain with round stamped SS strainer BI 20 20

820-27PQ Slab shower drain with square stamped SS strainer BI 20 20
820-T27P Slab shower drain with round stamped SS strainer - Includes DoubleDuty™ test plug BI 10 10

820-T27PQ Slab shower drain with square stamped SS strainer - Includes DoubleDuty™ test plug BI 10 10
DELUXE ROUND RING & STRAINER

820-20PCR Slab shower drain with round chrome-plated ring & strainer BI 6 6
820-20PKR Slab shower drain with round satin nickel finish ring & strainer BI 6 6

820-20PRBR Slab shower drain with round oil-rubbed bronze finish ring & strainer BI 6 6
820-T20PCR Slab shower drain with round chrome-plated ring & strainer - Includes DoubleDuty™ test plug BI 6 6
820-T20PKR Slab shower drain with round satin nickel finish ring & strainer - Includes DoubleDuty™ test plug BI 6 6

820-T20PRBR Slab shower drain with round oil-rubbed bronze finish ring & strainer - Includes DoubleDuty™ test plug BI 6 6
DELUXE SQUARE RING & STRAINER

820-20PCQ Slab shower drain with square chrome-plated ring & strainer BI 6 6
820-20PKQ Slab shower drain with square satin nickel finish ring & strainer BI 6 6

820-20PRBQ Slab shower drain with square oil-rubbed bronze finish ring & strainer BI 6 6
820-T20PCQ Slab shower drain with square chrome-plated ring & strainer - Includes DoubleDuty™ test plug BI 6 6
820-T20PKQ Slab shower drain with square satin nickel finish ring & strainer - Includes DoubleDuty™ test plug BI 6 6

820-T20PRBQ Slab shower drain with square oil-rubbed bronze finish ring & strainer - Includes DoubleDuty™ test plug BI 6 6

Typical Installation

Adjustable drain head

Mortar bed

Ground-level concrete slab.
Sloped to drain

2" Sch. 40 pipe - hub connection
Or
3" Sch. 40 pipe - inside fit

820-27PQ 820-20PKQ

Waterproofing layer (typically roll-on) if 
desired/required. Sloped to drain

Drain body

Tile

820-T27P


